
3M™ Mini Air Ionizer 960 Properties

Typical Properties

Input Voltage AC 24V

Power 5.5 watts

Power Inlet RJ-11 Socket

Size 4.5 in. (H) x 3.3 in. (W) x 2 in. (D) (including bracket)
11.5 cm x 8.4 cm x 5.1 cm

Weight 0.75 lbs.

Air Flow Velocity (@ 1 ft. in front of grille): 300 ft./min.

Air Flow Volume 22 scfm

Certifications UL, C-UL, CE

3M™ Wall Transformer 960X/980X Properties

Typical Properties

Input AC 120V, 50/60 Hz, 270 mA

Output AC 24V, 1.0 A through RJ-11 socket connector

Dimensions 3.2 in. (H) x 2.6 in. (W) x 1.9 in. (D)
8.1 cm x 6.6 cm x 4.8 cm

Weight 16 oz.

Certifications UL

Note: One transformer will supply four Mini Air Ionizers 960.
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*Offset Balance @ 1ft. +− 20 V
*On Center Discharge
Times

@ 1ft. < 4 seconds
@ 2ft. < 10 seconds
@ 3ft. < 18 seconds
@ 4ft. < 28 seconds

* Testing was performed with a charged plate monitor in accordance with
ionization standard ANSI/ESD 3.1 - 1991.
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